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Code Translator (CxL) Overview

User program running on a PC

GPIB

With CxL running on PNA, 
PNA converts and executes

Command translation can be logged 
& viewed real-time on the PNA

Commands not recognized may be looked up 
in Help File for program examples

Solution #1.
Modify user 

program.  
Examples in Help 

File can be inserted 
as subroutines in 
user’s program 

Solution #2. Create user-defined 
commands, add to configuration 

file, re-launch CxL
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User Model
1. Run existing 8510 setup

2. Disconnect PC GPIB from 8510

3. Connect PC GPIB to PNA

4. Preparation before CxL launch

5. Load & Launch CxL in PNA

6. Complete Option Setup in CxL

7. Run program as usual on PC

8. For commands not recognized, 
either modify user program or 
create user-defined commands 
& store in CxL, then go back to 
step #5, otherwise, done!
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Launching CxL

1. Load CxL onto PNA (for convenience, setup as a Macro key)
(Previous version must be uninstalled 
before installing latest version)

2. Click on CxL,
select Show Log (to view real-time)

3. Click on Configure (menu bar on top),
select Options Setup (to proceed with setup)
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CT – Options Setup in Six Simple Steps
Step 1.

Step 2.
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CT – Options Setup in Six Simple Steps
Step 3.

Step 4.
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CT – Options Setup in Six Simple Steps
Step 5.

Step 6.

Choose HALT while you are 
de-bugging your program.

Choose HALT while you are 
de-bugging your program.
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Example of PNA Display While Running CxL
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What To Do if Commands Not Recognized?

Alternative #1
• Look up commands in Help File
• Review program examples
• Modify user program by inserting program examples as 

subroutines
Alternative #2
• Add User-Definable

commands to CxL
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How to add User-Definable commands to CxL?
2

31

1. Create executable (VBscript, VB, C++ …), and store in PNA at
C:\Program Files\Agilent\Network Analyzer\Applications\CC\User

2. Launch Code Translator (CxL)
Go to Option Setup, select User-Define tab, add executable

3. Re-run user-program on PC
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